IPLC-1 REMOTE DISPLAY OPTION D

Remote Display Option D is an RS422A Serial Output Port which
provides AMCI“s series D6000 Remote Display”™s or other
intelligent devices with position and tachometer data.

The serial data frame is 10 bits long. 1 Start bit, 7 Data bits,
1 Parity bit=0 and 1 Stop bit, The transmission rate is 9600
Baud. All data is hexidecimal ASCII characters.

The following describes the serial data sequence.
#xxx##xxx##xxxfﬁi/#yyy/zzz##xxx##xxx# , where:

xxx = unscaled 11 bit position data

yyy = tachometer 10 bit data

zzz = 10 bit scale factor [S.F.]

#,/ are ASCII characters.

#xxx# Also for yyy and zzz.

lL———— 4 bits, includes LSB
4 bits

2 or 3 bits, includes MSB

Each #xxx# is 10 Msec long.
Tachometer and S.F. data #yyy/zzz# is sent at 500Msec. intervals.

X,y or z is .a 0-9,A,B,C,D,E or F ASCII character
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The cable can be connected to an RB-1Y Solid State Reloy Board
or o MRB-1Y Mechanical Relay Board. Pin-outs are shown below:
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Series D6000 Serial Display provides remote visual data
for iPLC and iPCE controllers. It displays up to 6 digits
of data and is self powered by an internal 115V/230V ac
power supply. It is available in either a front or rear
panel mount version. A NEMA 13 housing is also available.

NOTE: Pushbutton switch A is for optional functioms.
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